
Table: Guidelines for Required Crushing and Aggregate Quality Tests

	Material Type
	Crushing
	Bitumen Content
	Percent Concrete
	PI, and clay content
	LAR
	Insoluble Residue
	Lithological Exam & Shale Float Test

	3136 Drainable Bases
	Yes.

Not required for quarried sources.

	Not applicable
	Not applicable
	Not applicable
	Yes, if source from a carbonate quarry.
	Yes, if source from a carbonate quarry.
	Yes, when not from quarried source.

	3138 Aggregate for Surface and Base
	Test at the discretion of the Engineer (test if material appears to be failing and does not form a tight surface)

Not required for quarried sources.
	Test at the discretion of the Engineer (test if material appears above max Bitumen and is not meeting the engineered purpose)
	Test at the discretion of the Engineer (test if material appears above max Concrete content)
	Test at the discretion of the Engineer (test if surfacing aggregate does not form a tight surface)
	Yes, if source is carbonate quarry and does not contain any recycled material.
	Yes, if source is carbonate quarry and does not contain any recycled material.
	Yes, for Class 3, 4, 5, and 6, when not from quarried rock, and does not contain bitumen.

	3149 Granular Material *
	Test at the discretion of the Engineer (test if material appears to be failing and does not meet engineering purpose)
	Test at the discretion of the Engineer (test if material appears above max Bitumen and is not meeting engineered purpose)
	Test at the discretion of the Engineer (test if material appears above max concrete content)
	Clay content required on 3149.2D.2 Structural Backfill
	Yes, for carbonate quarried Fine Aggregate Bedding and Coarse Filter Aggregate
	Yes, if source from a carbonate quarry, and does not contain recycled material.
	Yes, for virgin glacial gravel: Stabilizing Aggregate, Fine Aggregate bedding, and Medium Filter Aggregate


* Note for Structural Backfill (3149.2D.2), perform all tests required of 3137.2B.3, and tests as required in plan and special provisions.


